UNITED  PLASTIC  PRODUCTS, INC 


P.  O.  BOX  36,  ROEBLING,  N.  J. 


PLANT-ROUTE  130,  FLORENCE.  N.  J 


•  Homes  Schools  •  Industry 

prouide  ivarm  diffused  light 
and  luminous  beauty 


SUGGESTED  LOUVERED  OPENING 


CROSS  SECTION  LONGITUDINAL  SECTION 
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wac/e  /rom  translucent  glass 
fiber  reinforced  polyester 

Can't  Shatter 
Unlimited  Life 
Fire  Resistant  up  to  550^ 

Guaranteed  Waterproof 

Resistant  to  Most  Chemicals  and  Fumes 

Can  Be  Sawed,  Drilled,  Filed  for  Installation  of  Exhaust  Fans 
Design  Provides  for  Automatic  Self-Cleaning 


MODEL 

NUMBER 

INSIDE 

DIAMETER 

DOME 

HEIGHT 

PRICE 

LIGHT  AREA 

IN  SO.  FT. 

COST  PER  SQ.  FT.  OF 
DEVELOPED  PLASTIC  AREA 

A 

B 

C 

$ 

$ 

H204 

42 

96 

8 

109.00 

30.660 

2.45 

H207 

42 

60 

8 

89.00 

17.500 

2.98 

H209 

42 

42 

8 

81.00 

12.000 

3.43 

H210 

36 

96 

8 

99.00 

24.000 

2.20 

H213 

36 

60 

8 

84.10 

15.000 

3.28 

H215 

36 

36 

8 

73.50 

9.000 

3.15 

H216 

24 

96 

8 

90.00 

16.000 

2.88 

H219 

;  24 

60 

8 

71.00 

10.000 

3.36 

H222 

24 

24 

8 

48.00 

4.000 

4.28 

H223 

18 

36 

6 

38.56 

4.000 

3.38 

H225 

18 

18 

6 

32.50 

2.250 

4.62 

H226 

14 

36 

6 

38.00 

3.500 

3.47 

WEIGHT 

THICKNESS 

STRENGTH 

MOUNTING 

WEATHERING 


PHYSICAL  CHARACTERISTICS 

14.5  oz.  per  square  foot. 

.125”  ±  0.10”. 

25,000  PSI  Ultimate  Flexual,  25,000  PSI  Tensile. 

Where  skylight  is  not  set  in  frame,  it  should  be  fastened  by  nailing. 

Accelerated  weatherometer  tests,  involving  ultraviolet  and  infra-red  light,  moisture,  salt  spray,  high  and  low 
temperatures  have  been  made  and  indicated  no  cracking  or  crazing.  These  tests  are  equivalent  to  approxi¬ 
mately  5  years'  exposure. 


LIGHT  TRANSMISSION 

This  material  is  engineered  to  give  translucency  without  glare.  A  waterwhite  panel  shows  a  photometer 
reading  of  70%  where  light  through  air  is  100%. 


INSULATION  VALUE 

Because  of  relatively  low  density,  glass  fiber  laminates  have  a  30%  lower  heat  transmission  K  factor  than 
glass  sheet,  this  results  in  a  warmer  interior  in  winter,  and  a  cooler  one  in  summer. 


VITALITE  SKYDOMES 


•  low  cost  installation 
®  highest  quality  service 


Made  of  translucent 
Fiberglass  reinforced 
resins. 


They  are  unaffected  by  most  chemicals 
including  acid  and  aidali  fumes,  alcohols, 
and  thinners. 


They  are  tough, 
indestructible  and 
permanent. 


They  are  available 
in  two  types: 

For  curb  installation 
Without  curb  installation 


They  are  available  in  8  colors  and  12  sizes. 


They  require  no  maintenance  after  original 
installation. 


They  are  light  and  strong,  easy  to  handle 
one  piece  units,  weighing  as  little  as  I  lb. 
per  sq.  ft. 


